
Hz ACOUSTIC ApS · Toftegårdsvej 32 · DK-9900 Frederikshavn · Tel. +45 88 72 30 01 · www.hzas.dk · info@hzas.dk

Page 1 of 2 • Revision 03-2025

PRODUCT DATASHEET

Hz Plus Acoustic Panel 027+

Application
Hz Plus acoustic panel can be mounted on steel or wooden laths with cc 300 mm. Minimum cavity of 20 mm and preferably 
filled with insulation 20 kg/m³. Can be used on ceilings and walls.
Resistant to moisture, it can be used in wet areas such as baths, showers and pool areas. 

Material
Hz acoustic panel consists of hard plasterboard perforated to the edge, pre-treated with acoustic felt and ready for plastering.

Storage
Store panels in a dry place on level ground.

Mounting
See assembly instructions.

Detailed drawings

Instructions
For information on safety during transport, storage, handling and disposal, see the Safety Data Sheet for the product. The 
above statements, including particular suggestions for the processing and use of our product, are based on our knowledge 
and experience in normal cases and assume that the products are stored and used correctly. Due to different materials, 
supporting surfaces and working conditions, no general guarantee can be given for the outcome or adhesion. It is the re-
sponsibility of the user of the products at all times to verify their suitability for the purpose. 



Specifications

Panel thickness 12,5 mm

Panel format 1200 x 600 mm (0,72 m2)

Degree of perforation 23%

Use 1.38 panels per m²

Fire class Panel has A2-s1, d0 according to EN 13501-1

Hz Plus Acoustic Panel 027+
- with Hz Acoustic Plaster 03

Hz Plus Acoustic Panel 027+
- with Hz Acoustic Plaster 09
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Acoustic Plaster suitable for Hz Acoustic Panel 027+

Hz Acoustic Plaster 03 Hz Acoustic Plaster 09


